
 

 

 
Payton Power Inductor Request  

 
1) Total amount of windings (output):    If possible, please advise SMPS application: 
 
2) Inductor application 
            
     Filter:   Resonant:    PFC: 

 
 
RFI:            Common mode:   Other:  
 

 
3) Winding inductance at rated current AC     and/or DC  
    (RMS or peak) 
   
4) Inductance with rated DC current 
 
 
 

  winding 1           winding 2    winding 3    winding 4         winding 5 
 

5) Frequency of operation:    kHz      kHz 
 
 
6) Maximum Acpp ripple current: 
 
   (A) or    (% of rated DC current) 
 
 
7) Ambient temperature: 
 
 Min.   (°C),  Max.    (°C) 
 
 
8) Isolation Requirements: 
 
    VDC or        VRMS 
 
 
9) Clearence and creepage requirements (mm)                 (if relevant) 
 
 
10) Safety required properties (for automotive projects, According to IATF): 
 
 
 
11) Cooling available: 
 

blowing forced air    (Linear M per minute), 
 
attaching to external heat sink with Max. Temp    (°C) 

 
12) Quantity required: 
  

 Samples      Production                   pcs/year 
 
 
13) Target price: USD 
 
14) Please kindly advise us as to how you heard about our company? 

___________________________________________________________ 
 
Name       Title    
 
Phone       Fax   
 
Company      Country  
 
e-mail  

 

 

  

 

   

  

     

 

  

  

  

 

 

  

 

  

 

 



 

 

 
Notes    

 
 
 

www.paytongroup.com 
Havoda st.3, Ness Ziona, ISRAEL 7403128 TEL. 972 (3) 9611164, 9616601 FAX. 972 (3) 9616677 

www.eurocomp.de 
Noerdlicher Park 17, Bad Nauheim, Germany D-61231 TEL.  +49 6032 930844, FAX. +49 6032 930843 

 

  


